
Ordering Code Wattage options

Senza80.15.ckk.bb.cc.MW 8 / 11/ 13 / 15

Senza80.15.ckk.bb.cc.PD 15W (Phase-cut Dimming 25 – 100%)

Senza80.15.ckk.bb.cc.AD 6 to 15 prog. (Analog Dimming 1-100%)

Senza80.15.ckk.bb.cc.DL 6 to 15 prog (DALi Dimming 0-100%)
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RECESSED TRIMLESS | IP 20 |  GYPSUM

CONSTRUCTION

• Unique mounting bracket design for easy installation and
maintenance

• Durable aluminium series 6000 housing and heat sink

• Premium finish with matt powder coating

• 90 CRI minimum

• Site adjustable drive currents for fixed output option

• 3 Beam optics with Soft Uniform light distribution

• Deep Recessed LED COB with 48° direct cut-off to control glare

• Precise beam control with 3 Beam angle options with uniform light
distribution

• Vin 220 – 240 V and Iin 0.07A

• Tolerance in colour temperature +/- 2%

• Tolerance in Lumens +/- 7%

• Tolerance in Power +/- 7%

• Tamb 35°

• SELV48 compliant

APPLICATION

General or accent lighting in modern homes, hotel rooms, reception
areas, restaurants. The wide range of wattages beam angles, colours
and dimming options make it a versatile product family fulfilling a very
wide range of lighting requirements

INSTALLATION

Senza is suited for a truly trimless installation in Gypsum ceilings with
minimum available depth above false ceiling of 99 mm clear.
Installation is easy by cutting a Dia. 80 mm hole, fixing the bracket first,
finishing the hole with POP and painting over. The Fixture is installed by
inserting the fixture from below and turning the fixture clockwise.
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* Secondary switching is not allowed



8W 11W 13W 15W

2700 611 773 898 1082

3000 638 800 930 1125

4000 681 860 995 1206

DW4 952

8W 11W 13W 15W

2700 594 749 869 1049

3000 618 777 902 1088

4000 662 833 967 1167

DW4 920

8W 11W 13W 15W

2700 595 749 869 1049

3000 618 777 902 1088

4000 662 834 966 1166

DW4 919

23° 32° 44°
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